
Technical Data Pack

B-LOCK Wire Rope

gripple.com
Gripple’s policy is one of continuous development and innovation
We therefore reserve the right to amend specifications and technical data without notice.

TDP-BLWR-ENG-2295   07/24   Page 1 of 3

Product Specification 
Material 
 Wire Rope - Steel
 Number of Strands - 7 
 Lay - Right Hand Ordinary Lay (RHOL) 
 Finish - Galvanised
 Core - Wire Strand Core (WSC) 
Manufactured in accordance with EN12385 

Performance

*Safe working load capacity when used  
with B-LOCK Hangers.

Compatibility
 Wire Diameter - 1.5 mm, 2.0 mm, 2.5 mm 
 Wire Length - 50 m, 100 m and 150 m 
 Wire Construction - 7 x 7 
 Wire Nominal Tensile Strength - 1960 MPa
  Pre-Galvanised Class B Wire Rope, Manufactured 

to BS EN 12385

Use with B-LOCK multi-purpose adjustable 
hangers for fast and easy suspension of a 
variety of building services.

  Up to six times faster to install than traditional 
methods of installation.

 Strong, safe and industry approved.

Wire Diameter Safe Working Load (kg)

1.5mm 35 kg* 

2.0 mm 60 kg* 

2.5 mm 70 kg* 


